
TECHNICAL DATA SHEET

Description: Cobalt octoate in toluene

Use: Catalyst, Additive

Specifications UoM Method of analysis Min Max
COBALT CONTENT % TM01012 Complexometric titration 8,3 8,7

WATER CONTENT % TM10010 Karl-Fischer - 0,40

DENSITY AT 20°C kg/dm3 TM14000 Oscillating tube densimeter 0,980 1,020

VISCOSITY AT 25°C mPa.s TM13020 Rotating tube viscometer - 500,0

Shelf Life: 2 years

Compatibility: User should check compatibility and suitability of the product for the user
specific purposes. Our technical service may be consulted for guidance.

Storage Conditions: Stored in a sealed container and keep in a cool, dry place.

Packaging: Drum (200l) or IBC (1000l) or Bulk

The safety data sheet is available on request
Notice:
The presented information is accurate to be the best of our knowledge,  but without any guarantee. Users
should satisfy themselves on the  suitability of this product for their purposes. If necessary, they can  consult  our
technical service staff.
This issue supersedes and cancels all previous issues concerning this product.

Umicore Specialty Materials Brugge NV Tel +32/50/320.720
Kleine Pathoekeweg 82 Fax +32/50/316.047
BE-8000 Brugge Belgium www.csm.umicore.be
RPR/RPM Gent afdeling Brugge 0405 150 984 info.usmb@eu.umicore.com

Product Name: VALIREX Co 8,5 TOLUENE

Date: 19.12.2022 50187

Page 1 of 1


